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The RS 1206 is a rack mountable 1U server chassis designed with the performance & flexibility to support 
P4, Dual Intel Nocona CEB or Dual Opteron ATX Server Boards in a high density yet cost-effective package. 
It is packed with features including 2 Fixed Drive bays and 1 slim CD-ROM bay. With 1 U form factor, the RS 
1206 allows for high-density installation to optimize your rack storage capability.

Dimension

Peripheral Bays

Expansion Slots

Power Supply

Environment

RS1206

43.7mm (H) x 482.6mm (W) x 482.6mm (D); 1.72” (H) x 19.00” (W) x 19.00“ (D)

Support motherboard up to 12 x 10.6”; Optional back panels for major server boards

One Slim CD-ROM Bay

Supports 2 Fixed HDDs

One PCI slot opening; Optional on PCI or PCI-E riser card

One removable fan bracket for flexible solution

Five system fans

One standard 400W power supply

1. Power ON/OFF power switch

2. Reset switch

3. Power ON LED (Green)

4. Two LAN LED (Green)

5. HD LED (Yellow)

Ambient Temperature:  

Specification

   Operating: +5°C to +35°C

   Non-operating: -40°C to +70°C

Supports 2 fixed HDD devices
400W power supply
One PCI slot
One slim CD-ROM Bay
Five long life ball bearing fans
Back panel options for the most popular 1U server boards

Features

Rugged Finished
1U 19 “ Short Rack Mount Chassis

Relative Humidity:

   Non-operating:  95% at +30°C 

   Non-condensing

One branding area
One USB 2.0 port
One optional DB9 slot


