
EPCT flashing for 3ware 9650SE using Window/ Linux 
 
 
KB Article 15110. 
  
http://www.3ware.com/KB/article.aspx?id=15110 
  
  
On the far right hand column of the picture (labeled Path), we define the directories that are in the 
zip file.  These directories identify which Operating System and whether its 32-bit (x86) or 64-bit 
(x86_64). 
  
To use the esconfig file with the appropriate EPCT file, please make sure that both files are in the 
same directory. 
  
  

1)     Boot to your normal operating system and run tw_esConfig like so: 
[Windows]                > tw_esConfig -c0 -i name-of-EPCT-file.bin    

(where -c0 is for controller c0)  
[Linux]                       > ./tw_esConfig -c0 -i name-of-EPCT-file.bin  (where 

-c0 is for controller c0) 
 

 
2)     Reboot the system 
3)     You have now loaded the following Drive Status LED functionality into 

your controller: 
 
 
 

4)     To verify that the epct file was loaded correctly, try to Identify your drives 
using the “Blink” buttons in 3DM2 (under Information->Drive Information), 
or the “/cx/px set identify=on|off” command in tw_cli. 
 
 

Note: Once the EPCT file is loaded, you do not have to load it again, even if 
you upgrade your firmware. 
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